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Fire Extinguishers: 
 No obstruction to access or visibility. 

 Pressure gauge reading or indicator is in the operable range or position. 

 Verifying that operating instructions on nameplates are legible and face outward. 

 Checking for broken or missing safety seals and tamper indicators. 

 Examination for obvious physical damage, corrosion, leakage, or clogged nozzle. 

Egress & Exit Doors: 
 No obstruction to access. 

 Functioning and not obviously damaged. 

 Required door closures are correctly working, door is latching. 

 Hardware is functioning and not obviously damaged. 

 Doors required to be closed when not operating are in closed position. 

 No wedges or hold open devices are used on doors required to be closed. 

Emergency Lights: 
 Pilot lights are functioning and not obviously damage or obstructed. 

 Terminal connections are clean, free of corrosion and lubricated when necessary. 

 Terminal clamps are clean and tight as per manufacturer’s specifications. 

 Battery surface is kept clean and dry. 

 Battery is functioning and not obviously damaged. 
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Fire Alarm Activation Device / Pull Station: 
 One fire alarm initiating device (typically a manual pull station) shall be operated every month - reach out to your fire alarm company prior to 

conducting this test.  

o The initiating device used must on a rotating basis 

o The test will initiate an alarm condition 

o The fire alarm panel (not the whole building) must be on emergency power 

 function of all signal devices (alert signal, alarm signal) shall be ensured 

 the annunciator panel shall be checked to ensure correct annunciation 

 intended function of the audible and visual trouble signals shall be ensured 

 fire alarm batteries shall be checked to ensure that: 

o terminals are clean and lubricated where necessary 

o terminal clamps are clean and tight 
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